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Lasbochten

Naadloze stalen lasbocht 5S-180° -EN10253-1 Geldig vanaf 1-1-2026

Naadloze stalen lasbocht 5S-180° -EN10253-1 26.9 X 2.3  *** 5S 180 graden *** 0,26 98,80

Naadloze stalen lasbocht 5S-180° -EN10253-1 33.7 X 2.6  *** 5S 180 graden *** 0,46 107,01

Naadloze stalen lasbocht 5S-180° -EN10253-1 42.4 X 2.6 (gelast)  *** 5S 180 graden *** 0,74 126,63

Naadloze stalen lasbocht 5S-180° -EN10253-1 48.3 X 2.6 *** 5S 180 graden *** 1,00 133,70

Naadloze stalen lasbocht 5S-180° -EN10253-1 60.3 X 2.9  *** 5S 180 graden *** 1,74 203,32

Naadloze stalen lasbocht 5S-180° -EN10253-1 76.1 X 2.9 *** 5S 180 graden *** 2,88 300,81

Naadloze stalen lasbocht 5S-180° -EN10253-1 88.9 X 3.2  *** 5S 180 graden *** 4,36 450,49

Naadloze stalen lasbocht 5S-180° -EN10253-1 114.3 X 3.6  *** 5S 180 graden *** 8,34 929,76

Naadloze stalen lasbocht 5S-180° -EN10253-1 139.7 X 4.0  *** 5S 180 graden *** 13,88 1.420,12

Naadloze stalen lasbocht 5S-180° -EN10253-1 168.3 X 4.5  *** 5S 180 graden *** 22,20 2.155,22

Naadloze stalen lasbocht 5S-180° -EN10253-1 219.1 X 6.3 *** 5S 180 graden *** 53,00 3.805,93

Naadloze stalen lasbocht 5S-180° -EN10253-1 273 X 6.3  *** 5S 180 graden *** 83,00 7.479,79
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